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To achieve the maximum service life from The Conservation Rooflight it is important that scheduled care and 
maintenance is undertaken. Please note that the guarantee may become void if the procedures outlined in the separate 
maintenance manual are not adhered to. Refer to separate TECHNICAL SPECIFICATION AND MAINTENANCE 
DETAILS FOR METAL FRAMED ROOF WINDOWS

Standard roof window: All the information provided in this document refers to a standard specification Conservation 
Rooflight.

Install in accordance with national building regulations/codes. This manual is an installation suggestion 
and installers should verify ‘fitness for purpose’ in accordance with all applicable regulations/ standards at time of 
installation. 

Install in accordance with this manual: The Rooflight Co cannot accept any liability if The Conservation Rooflight 
is not installed strictly in accordance with the instructions contained in this manual and implicit in the ‘Suggested 
Installation Details’. 

Structural support: Structural supports for The Conservation Rooflight are to be designed and supervised during 
construction by the roof window installer or project Structural Engineer. Nothing in this manual constitutes a structural 
proposal. Sizing/positioning of structural supports should be determined by the projects suitably qualified structural 
engineer.

SECTION 9 - Important Information
> Care & maintenance  

> Advisory

CARE & MAINTENANCE 

ADVISORY
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SECTION 9 - Important Information
> Roof window weight and opening angle

> Further Information

FURTHER INFORMATION

All of the images in this guide are diagrammatic (with some components omitted for clarity).  They should be used as a reference 
and may not be a true representation of the installation.

Installation instructions are regularly reviewed and we reserve the right to update or amend these details without alteration to 
this guide.

ROOF WINDOW WEIGHTS
When handling and installing The Conservation Rooflight its weight should be considered and adequate means employed to 
move the roof window into position to reduce the risk of accidents.

MODEL REFERENCE 
NUMBER

APPROXIMATE 
CASEMENT 
WEIGHT (KG)

APPROXIMATE 
BASEPLATE 
WEIGHT (KG)

OVERALL ROOF 
WINDOW WEIGHT 
(KG)

CR01-2 18 18 36

CR01-3 22 29 51

CR03-2 24 22 46

CR06-1 10 12 22

CR07-2 14 14 28

CR08-2 22 20 42

CR09-2 29 24 53

CR10-2 32 26 58

CR11-3 35 25 60

CR13-3 43 30 73

CR14-3 47 33 80

CR14-2 35 28 63

CR15-3 57 37 94

CR15-2 43 34 77

Serial or Purchase Order Number:_ _ _ _ _ _ 	
	
Model Number: _ _ _ _ _ _ _ _ _ _ _ _

Date of manufacture: _ _ / _ _ / _ _ _ _ 

PRODUCT IDENTIFICATION DETAILS

Place identification stickers here for your rooflight and spindle or fill in the following details.

Serial or Purchase Order Number:_ _ _ _ _ _
	
Model Number: _ _ _ _ _ _ _ _ _ _ _ _

Date of manufacture: _ _ / _ _ / _ _ _ _ 
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T: 01993 833155

E: hello@theroo� ightco.com

www.theroo� ightco.com

Installation Manual

The Conservation Roo� ight
Please register your product at: www.theroo� ightco.com

EN 14351-1:2006+A2:2016

EU Authorised Representative:
Authorised Representative Sevice
77 Camden Street Lower
Dublin D02 XE80 
Ireland

In the interest of continuous product development, it may be necessary to amend speci� cation without alteration to technical literature.
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